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TYPICAL FREESTANDING WALL SECTION
NOT TO SCALE

This drawing is for reference only. Determination of the suitability and/or manner of use of any details contained in this document is the sole
responsibility of the design engineer of record. Final project designs, including all construction details, internal and external stability, and drainage,
shall be prepared by a licensed professional engineer using the actual conditions of the proposed site.
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NOVUM WALL CAP BLOCK (TYP.)

NOVUM WALL FREESTANDING
BLOCK (TYP.)

FOUNDATION SOIL
(AS DEEMED SUITABLE BY ENGINEER.

MAY REQUIRE REMOVAL AND
REPLACEMENT WITH COMPETENT

SOIL PER FINAL WALL DESIGN)

CRUSHED STONE
LEVELING PAD

(VARIES) 6 in (150 mm) MIN.

FINISHED GRADE AT
BOTTOM OF WALL.

DESIGN HEIGHT
(VARIES)

3 ft 9 in (1.14 m) MAX.

ADHERE ALL CAPS WITH
CONSTRUCTION ADHESIVE AS
SPECIFIED BY ENGINEER.

EMBEDMENT DEPTH
(VARIES) 6 in (150 mm) MIN.

EXPOSED HEIGHT
(VARIES)

3 ft 3 in (1.0 m) MAX. FINISHED GRADE AT
BOTTOM OF WALL.
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