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L Behind-The-Ear Rechargeable 3
g
§ 110
T 120 \ \ |
250 500 1K 2K 4K 8K
Evolv Al 2400 | 2000 | 1600 Frequency (Hz)
Color Guide 2.4 GHz Accessory Patient Features Evolv Al
Standard Colors Compatibility * |P Rating: 68 Technology
‘ ﬁ‘ ‘ ‘ ‘ { ‘ * TV streamer * Tinnitus Technology * Healthable hearing
Bright White  Black  Slate  Sterling Espresso  Bronze Champagne e Remote Microphone + e Telecoil technology with
with Sterling * Remote * Wireless Connectivity emdbedt('ifgd. slensors
and artificia
* Mini Remote Microphone * Rechargeable intelligence

e Table Microphone
e Programmer

Size 3, Occluded Matrices: 130/70
Thin Tube Battery Size: Encased 312

ANSI/IEC IEC OES ANSI/IEC IEC OES

Measurement 2cc Coupler  Coupler  2cc Coupler  Coupler OSPLOO® FOG 50 @ ""a“"‘wlﬂ?,’hzo‘ﬂ
Peak OSPL90 (dB SPL) 130 135 123 126 80 —' ‘ ‘ ‘ ‘ /\ } } } } 130
HFA OSPL90 (dB SPL) 124 N/A 113 N/A 70— 1% '_\/\\'\ 120 _
—_ o
RTF OSPL90 (dB SPL) N/A 135 N/A 118 g % d A\ nog
. 2 50 — A 100 g
Peak Gain (dB) 70 75 68 72 g \/\\ 3
. Co40——— % 4
HFA Full-On Gain (dB) 62 N/A 57 N/A
30 X180
RTF Full-On Gain (dB) N/A 75 N/A 62 ‘ ‘ H ‘ ‘ ‘
20 70
Frequency Range (Hz)  <100-7600 <100-7600 <100-5000 <100-6900 100 Ereauanay (H2) 10000
Reference Test Freq. (kHz) N/A 1.6 N/A 1.6
HFA Frequencies (kHz) 1.0,1.6,2.5 N/A 1.0,1.6,2.5 N/A Matrix 130/70
0SPL90 ® FOG 50 @ with Thin Tube
Reference Test Gain (dB) 47 60 36 43 80 ‘ ‘ H } } } } 130
Equivalent Input Noise (dB) 24 18 29 29 70 /\ 120
Harmonic Distortion T 60— :;/\&/‘v\ 110 g
500 Hz (%) <5 <5 <3 <3 E 50 Z h\\\/\ 100 §
800 Hz (%) <5 <5 <3 <3 Ty AV e &
1600 Hz (%) <1 <1 <1 <1 30 ‘ ‘ ‘ ‘ ‘ ‘ ‘ \‘l 80
Induction Coil Sensitivity 2050 1000 70000 °
HFA SPLITS (ANSI) (dB SPL) 98 N/A 89 N/A Freauency (H2)
MASL (IEC) (dB SPL) 92 N/A 87 N/A

Estimated Lithium
ION Battery Life

Li-lon Rechargeable

Battery (hrs) Up to 24 hours* Up to 24 hours*

Battery Current (mA) 0.7

Starkey and Evolv are trademarks of Starkey Laboratories, Inc.
*Results will vary based on wireless usage. ©2025 Starkey Laboratories, Inc. All Rights Reserved. 11/25 SPEC2964-03-EN-ST
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Evolv Al 1200 | 1000 Frequency (Hz)
Color Guide 2.4 GHz Accessory Patient Features Evolv Al
Standard Colors Compatibility * |P Rating: 68 Technology
‘ ﬁ‘ ‘ ‘ ‘ { ‘ * TV streamer * Tinnitus Technology * Healthable hearing
Bright White  Black  Slate  Sterling Espresso  Bronze Champagne e Remote Microphone + e Telecoil technology with
with Sterling * Remote * Wireless Connectivity emdbedt('ifgd. slensors
and artificia
* Mini Remote Microphone * Rechargeable intelligence

e Table Microphone
e Programmer

Size 3, Occluded Matrices: 130/70
Thin Tube Battery Size: Encased 312

ANSI/IEC IEC OES ANSI/IEC IEC OES

Measurement 2cc Coupler  Coupler  2cc Coupler  Coupler OSPLO0® FOG50 @ ""a“"‘wlﬂ?,’hzo‘ﬂ

Peak OSPL90 (dB SPL) 130 135 123 126 80—' ‘ ‘H AN } } } } 130
HFA 0SPL90 (dB SPL) 124 N/A 113 N/A 70— 1% ’“d\\/\ 120 _
RTF OSPL90 (dB SPL) N/A 135 N/A 118 g so 7 g 110 %
Peak Gain (dB) 70 75 68 72 2 0 _— \\’A\J‘ 10 g
HFA Full-On Gain (dB) 62 N/A 57 N/A R %8
RTF Full-On Gain (dB) N/A 75 N/A 62 224’ ‘ ‘H ‘ ‘ ‘ ‘ :
Frequency Range (Hz) ~ <100-7600 <100-7600 <100-5000 <100-6900 100 Ereauanay (H2) 10000
Reference Test Freq. (kHz) N/A 1.6 N/A 1.6

HFA Frequencies (kHz) 1.0,1.6,2.5 N/A 1.0,1.6,2.5 N/A 0sPLo0®  FOGE ® Matriv)v(it:Ta;‘gITZlg
Reference Test Gain (dB) 47 60 36 43 804' ‘ ‘ H } } } } 130
Equivalent Input Noise (dB) 24 18 29 29 0 %\ 120
Harmonic Distortion g 60 7/:; &/\—\ 110 g
500 Hz (%) <5 <5 <3 <3 g o /\\\/\ 1oo§
800 Hz (%) <5 <5 <3 <3 a0 \\ o &
1600 Hz (%) <1 <1 <1 <1 30 ‘ ‘ ‘H V\ ‘ 80
Induction Coil Sensitivity 20050 1000 10000 " °
HFA SPLITS (ANSI) (dB SPL) 98 N/A 89 N/A Freauency (H2)

MASL (IEC) (dB SPL) 92 N/A 87 N/A

Estimated Lithium
ION Battery Life

Li-lon Rechargeable

Battery (hrs) Up to 24 hours* Up to 24 hours*

Battery Current (mA) 0.7

Starkey and Evolv are trademarks of Starkey Laboratories, Inc.
*Results will vary based on wireless usage. ©2025 Starkey Laboratories, Inc. All Rights Reserved. 11/25 SPEC2964-03-EN-ST



/4~  Starkey | Technical Data

-~ BTER

Behind-The-Ear Rechargeable

Evolv Al

. Earhook 2kHz

2000 Hz

140
130
120 7

110 ,/
100 yd

90 |/
80
70
60

Output (dB SPL)

40 50 60 70 80 90 100
Input (dB SPL)

Latency (ms) 4.3
Attack Time (ms) 8

Release Time (ms) 55

Starkey and Evolv are trademarks of Starkey Laboratories, Inc.
©2025 Starkey Laboratories, Inc. All Rights Reserved. 11/25 SPEC2964-03-EN-ST



