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11
8" BC Rimboard or

11
8" - 13 

4" Versa-Lam 
Reinforcement
(Length = split length + 2 ft 
at each end of split; )

16d sinker nails
(0.148" dia. by 3-1/4" long) 

at 8" o.c. spacing

Wood fillers (Length = split length + 2ft 
at each end of split)

Horizontal or vertical  
split in bottom/top flange.

1"

1"

AJS/BCI® Joist – Horizontal/Vertical Split in The 
Bottom/Top Flange: Repair Details 

Detail 1: 

- Maximum flange split = 2 ft.
- Repair applicable for end joist split.
- Attach each 1 ⅛” BC Rimboard or 1 ⅛” – 1 ¾” Versa-Lam with 3 rows of 16d sinker 

nails at 8” o.c. spacing into the I-Joist web (DO NOT nail into the flanges). Stagger 
nails to limit splitting.

- Toe nail each 1 ⅛” BC Rimboard or 1 ⅛” – 1 ¾” Versa-Lam to the wall plate with 1 –
16d sinker nail.

- Construction adhesive (PL 400) should be used to all contact surfaces.
- Detail is only valid for uniformly loaded joists.
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Detail 2: 

- Maximum flange split = 2 ft.
- Construction adhesive (PL 400) should be used to all contact surfaces
- Detail is only valid for uniformly loaded joists

2x4 No. 2 SPF scabs.
(one on each face).
Length = split length + 2ft
at each end of split

16d sinker nails
(0.148" dia. by 3-1/4" long) 

at 6" o.c. full length
 of each scab.

Wood fillers ( Length = split length + 2 ft
at each end of split)

Nail web filler with 
(2) rows of 8d nails
(0.131" diameter x
2-1/2" long) at 8" o.c.

1"

Horizontal or /vertical 
split in bottom flange.

1"

1"
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